












Model 202038
Plumbing Utility Supplied Connection Material Flow Rate Pressure

A Drain Size 3 Inch PVC/Copper Peak Average

B Compressed Air (SCFM) 1/2 Inch Copper 2 1 80-100 PSIG

C Ejector Vacuum - Water (GPM) 3/4 Inch Copper 8 4 60-80 PSIG

C EnviroVac™ Vacuum - Water (GPM) 1/2 Inch Copper 2 1 40-60 PSIG

D Hot Water for Generator (GPM) 1/2 Inch Copper 1/4 1/4 40-60 PSIG

E House Steam (LB/HR) 1/2 Inch Black Iron/Brass 80 60 60-80 PSIG

Electrical Utility Voltage Phase Frequency Amp Draw Disconnect Fuse Size
F Control 120 1 60 Hz 5 Wall Disconnect 20 Amp

G 30 KW Steam Generator 208/480 3 60 Hz 83/36 100/60 Amp Disconnect 100/45 Amp

H Steam Generator Control 120 1 60 Hz 5 Wall Disconnect 15 Amp

I EnviroVac™ System 208/480 3 60 Hz 6.9/3.0 30/30 Amp Disconnect 10/5 Amp

J Air Compressor 120 1 60 Hz 12 Duplex Outlet 15 Amp

Model 262639
Plumbing Utility Supplied Connection Material Flow Rate Pressure

A Drain Size 3 Inch PVC/Copper Peak Average

B Compressed Air (SCFM) 1/2 Inch Copper 2 1 80-100 PSIG

C Ejector Vacuum - Water (GPM) 1 Inch Copper 8 4 60-80 PSIG

C EnviroVac™ Vacuum - Water (GPM) 1/2 Inch Copper 2 1 40-60 PSIG

D Hot Water for Generator (GPM) 1/2 Inch Copper 1/2 1/2 40-60 PSIG

E House Steam (LB/HR) 3/4 Inch Black Iron/Brass 125 85 60-80 PSIG

Electrical Utility Voltage Phase Frequency Amp Draw Disconnect Fuse Size
F Control 120 1 60 Hz 5 Wall Disconnect 20 Amp

G 36 KW Steam Generator 208/480 3 60 Hz 100/43 200/60 Amp Disconnect 125/80 Amp

H Steam Generator Control 120 1 60 Hz 5 Wall Disconnect 15 Amp

I EnviroVac™ System 208/480 3 60 Hz 6.9/3.0 30/30 Amp Disconnect 10/5 Amp

J Air Compressor 120 1 60 Hz 12 Duplex Outlet 15 Amp

Model 262651
Plumbing Utility Supplied Connection Material Flow Rate Pressure

A Drain Size 3 Inch PVC/Copper Peak Average

B Compressed Air (SCFM) 1/2 Inch Copper 2 1 80-100 PSIG

C Ejector Vacuum - Water (GPM) 1 Inch Copper 8 4 60-80 PSIG

C EnviroVac Vacuum™ - Water (GPM) 1/2 Inch Copper 2 1 40-60 PSIG

D Hot Water for Generator (GPM) 1/2 Inch Copper 1/2 1/2 40-60 PSIG

E House Steam (LB/HR) 3/4 Inch Black Iron/Brass 155 105 60-80 PSIG

Electrical Utility Voltage Phase Frequency Amp Draw Disconnect Fuse Size
F Control 120 1 60 Hz 5 Wall Disconnect 20 Amp

G 48 KW Steam Generator 208/480 3 60 Hz 133/58 200/100 Amp Disconnect 175/75 Amp

H Steam Generator Control 120 1 60 Hz 5 Wall Disconnect 15 Amp

I EnviroVac™ System 208/480 3 60 Hz 7.8/3.4 30/30 Amp Disconnect 10/5 Amp

J Air Compressor 120 1 60 Hz 12 Duplex Outlet 15 Amp

Utility Requirements
Beta Star LS Series

NOTE:	 Utility “letter” key in (BOLD), indicates standard equipment utility requirements.
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Equipment Configuration Worksheet
Beta Star LS Series

Model Size*
	  20x20x38 = 8.79 ft3

	  26x26x39 = 15.26 ft3

	  26x26x51 = 19.95 ft3

Door(s)*
	  Single Door
	  Double Door
Mounting*
	  Recessed One Wall
	  Recessed Two Walls
	  Free Standing (Cabinet)
Cabinet Fascia Panels*
	  No Side Panels (Recessed)
	  Two Side Panels
	  Left Side Panel
	  Right Side Panel
	  Top Panel
	  Back Panel
Service Side and Control Side*
	  Left Side Service
	  Right Side Service
Control Options*
	  Model LS PLC (Standard)
	  Allen Bradley Compact Logix
	  Partial Remote (For Double Door)
	  Full Remote (For Double Door)
	  Additional Printer (One Standard)
	  Nema 4X Enclosure
	  Foot Pedal for Door
	  Dual RTD with Recorder
Piping*
	  Copper and Brass (Standard)
	  316L Threaded and Swagelock
	  316L Sanitary
Compressed Air*
	  House Air
	  Integral Air Compressor

Vacuum System Type*
	  Water Ejector Vacuum
	  EnviroVac™ Water Conservation Vacuum System
 Steam Source*
	  House Steam
	  House Clean Steam
	  Integral Electric Boiler 208 Volt
	  Integral Electric Boiler 480 Volt
	  Stainless Electric Boiler 208 Volt
	  Stainless Electric Boiler 480 Volt
	  Steam to Steam Generator (Single Tube)	
	  Steam to Steam Generator (Double Tube)
Loading Equipment Options
	  Bottom Shelf Only (Standard)
	  Rack with One Shelf
	  Additional Shelf for Rack
Cart & Carriage Options	
	  Loading Cart with Two Shelves
	  Cart Drip Pan
	  Transfer Carriage
	  Additional Transfer Carriage 
Vessel & Jacket Options
	  Additional 1.5” Threaded Side Port
	  Additional 1.5” Sanitary Side Port
	  Polished 20 Ra. (25 Ra. Standard)
	  Polished 10 Ra. (25 Ra. Standard)
	  Internal Chamber Passivation
	  316L Steam Jacket (304 Standard)
	  Seismic Restraints
	  Sanitary Thermocouple Fitting
Process Feature Options
	  Load Probe for F0
	  Air Inlet, Insitu Filter
	  Stainless Air Inlet Housing
	  Air Over Pressure
Containment Options
	  Effluent Decontamination Package
	  Door 1 Bioseal
	  Door 2 Bioseal
	  Dual Bioseal
Quality and Documentation Options
	  IQ/OQ Documentation Only
	  IQ/OQ Documentation and Execution
	  GMP Documentation Package
	  FAT (Factory Acceptance Test)
	  FAT Documentation Only Package
	  SAT (Site Acceptance Test)
	  FRS (Functional Requirement Specification)
	  Chamber Temperature Mapping
Installation Scope*
	  Delivery and Installation
	  Removal of Existing Equipment
	  Installation Supervision Only
	  User Training
	  Maintenance Training
	  Validation Support
	  Rigging

Select your equipment configuration, features and options 
by using the check boxes below.
* Required Selections

Customer Information

Company:____________________________________
Contact:______________________________________
Address:_____________________________________
Building:______________________________________
City:_____________________ State:____ Zip:_______
Phone:_______________________________________
Email:_______________________________________
Project:______________________________________
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